
Way of preparing files 

• Our preferred file format is PDF but AI or EPS will also work 
• Bitmap images used in project should have a resolution of at least 300 dpi
• Please provide bitmap images in separate TIFF files or PSD files with layers

File formats 

• If you are sending multiple labels, please save them in separate files 
• File names should be simple, readable and related to the label or the name used in the order
• It’s good to include label dimensions in the file name

File names

• In case of new or unusual projects, we need a project description with dimensions, colours 
used, types of print finishes, etc.

Project description

• The project should be prepared at a 1:1  scale and centred on the artwork area
• Bleed should be at least 1,5 mm on each side 
• Important elements of the project should be kept at least 1,5 mm away from the trim line 
• Please mark a trim line (rectangle or other irregular shape), place it on a separate layer and set it 

as a spot color named „WYKROJNIK”
• In case of rectangular labels, trim lines may be marked with crop marks placed outside the 

artwork area
• Theres no need to include color swatches or printer’s registration marks 
• Maximal width of printing area is 310 mm, maximal size of a rotary die-cut label is 315 x 457 mm
• Maximal width of printing area is 570 mm, maximal size of a rotary die-cut label is 560 x 530 mm

Label sizes

T…

applies to flexographic printing applies to digital printing 

• The minimum barcode size compliant with the standard is 80% (with an approximate barcode 
area width of 32mm)

• In sleeve labels barcode should be placed vertically
• The barcode will have the best readability, if it is printed in a single color, preferably black

Barcodes123-456



Way of preparing files

• Texts converted to curves. Optionally, please also attach the file with editable (non-converted) 
text 

• Minimum size of colored font / single color lines 
◦ Positive - 3 pt / 0,1 mm
◦ Negative - 5 pt / 0,16 mm

• Minimum size of colored font / lines in two colors
◦ Positive - 6 pt / 0,2 mm
◦ Negative - 8 pt / 0,25 mm

Fonts and lines

• The files should be saved in CMYK color mode, without an attached color profile
• Please mark a trim line (rectangle or other irregular shape), place it on a separate layer and set it 

as a spot color named „WYKROJNIK”
• If the project includes white underprint, please place it on a separate layer or set it as a spot 

color named „WHITE”
• All print finishes such as varnish, embossing, hot stamping, etc. should be placed on separate 

layers and assigned additional spot colors with appropriate names 
• Pantone colors may be used in the projects and will be reproduced as closely as possible in 

digital printing
• Pantone metallic and neon colors should not be used, as their conversion to digital printing may 

not be satisfactory and elements in these colors may not be printed at all
• In flexographic printing, a maximum of 11 printing station is available 

Colors and layers

• Files up to 15MB can be sent by e-mail
• Bigger files should be available for download

File delivery
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applies to flexographic printing applies to digital printing 


